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1. Method for the transmission of messages by using a message 
service to the mobile station of a recipient, who uses at least a primary 
mobile station (3), in which there is at least the possibility to /eceive 
calls and messages, and at least one secondary mobile station (4, 4'), 
in which there is at least the possibility to receive messages', charac- 
terized in that the messages addressed to the primary/mobile sta- 
tion (3) can be directed to any of the secondary mobile/stations (4, 4') 
of the recipient, irrespective of calls. 

2. Method according to claim 1 , characterized /in that the secondary 
mobile station (4, 4') of the recipient can be activated as the receiver of 
messages to be transmitted to the primary rrtobile station (3), wherein in 
the method the messages addressed tc/the primary mobile station (3) 
are directed to an activated secondan/mobile station (4, 4'). 



0.3. Method according to claim \/&f-rt, characterized in that the mes- 
sages are generated on the bsfsis of calendar events. 
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4. Method according arry-oHhe-elaims-f-TcrSr characterized in 
that the activation is conducted from the mobile station (4, 4') to be ac- 
tivated. 
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25 5. Method according to_-afty-~oT~Tr7e--claims-^^ where a data 
computing device (16) of the recipient is used for informing of a 
received message to the recipient and to acknowledge the received 
message/ characterized in that the message is first directed to the 
data computing device (16) and if the message is not acknowledged at 
30 a determined time the message is forwarded to the activated mobile 
station (3, 4, 4'). 

6. / System for the transmission of messages from a sender to a recipi- 
ent, who uses at least a primary mobile station (3) comprising at least 
35 means for receiving calls and means for receiving messages, and at- 
feast one secondary mobile station (4, 4') comprising at least means for 
receiving messages, characterized in that the system comprises 
means for activating the secondary mobile station (4, 4') of the recipient 
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to receive messages addressed to the primary mobile station (3), and 
means for directing messages addressed to the primary mobile station 
(3) to the secondary mobile station (4, 4'). / 

7. System according to claim 6, characterized in that the messages 
has been generated on the basis of calerraar events. 

8. System according to clairniJjBP-^ characterized in that the 
system comprises also: 

a data computing device (16), which comprises means (18) for 
receiving a message and means (1 7) for informing of the received 
message, / 

means (16) /for measuring time, and 

means (t6, 18) for forwarding the received message to the 
activated mobile station (3, 4, 4') of the recipient. 



